OWNER’S MANUAL
MPN(s): 60MULCHER, 72MULCHER
SKU(s): 191501, 191502
UPC(s): 840009205668, 840009205675

SAFETY INSTRUCTIONS:
BEFORE USING THE MULCHER, PLEASE READ THE MANUAL IN ITS ENTIRETY!
a. Operational Hazards:
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b. Do Not Allow Riders
i. Never lift or carry anyone on the mulcher.
ii. Never use mulcher as lift platform or to carry passengers.
c. Drive Slow and Avoid Rollover
i. When traveling forward, keep mulcher low to ground on rough and
uneven terrain.
ii. Avoid sharp turns.
iii. Use caution when operating on any slope.
iv. Do not exceed load capacity of your skid steer.
d. Avoid Power Lines
i. Always check for clearance and working area before raising mulcher.
ii. Do NOT leave operator’s seat if any part of the equipment contacts
electric lines or cables.
e. Detach Mulcher Safely
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i. Detach on a firm and flat surface to prevent mulcher from rolling or
falling over.
f. Raised Attachment
i. A raised mulcher can lower unexpectedly, NEVER enter area under
raised implement.
ii. Before servicing, lower mulcher to ground, engage parking brake in
machine, shut off engine and remove key.
g. Avoid High Pressure Fluids
i. Escaping fluid under pressure can penetrate skin and cause serious
injury.
ii. Relieve pressure before connecting or disconnecting hydraulic lines.
iii. Verify hydraulic lines are connected properly before engaging
pressure. Search for leaks with a piece of cardboard or wood.
iv. Wear protective clothing to prevent hand and body from high
pressure fluids. Seek medical help immediately if accident occurs.
h. Do Not Modify Equipment
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Mulcher Operations

i. Pre-Operation Checklist. It is the operator’s responsibility to perform the
following checks prior to operations of mulcher:
i. Verify all hardware is tightened.
ii. Inspect hoses and fittings for wear, damage, and leaks. Replace
damaged or leaking hoses before use.
iii. Refer to operating machine user’s manual for prestart instructions.
iv. Review and understand this manual and operating machine manual.
v. Inspect planned working area for local utilities, power lines, or other
potential dangers.
vi. Before first use, ensure gear oil has been added to port (85W/90GL5) to appropriate level. See “Grease/Oil Points" section on Pages 710 for more details.
vii. Before first use, ensure belt tension pulley has been greased. See
“Grease/Oil Points" section on Pages 7-10 for more details.
j. Attach and Detach Mulcher:
i. Follow all safety instructions.
ii. Attach mulcher to skid steer mount plate, verify pins are secure in
correct position.
iii. Connect hydraulic hoses. Verify hoses are clear of moving parts.
iv. Connect electrical wiring to skid steer power source. This powers
the internal fan.
v. Mulcher requires a case drain port on skid steer to operate.
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k. Operation Procedures:
i. Test functions in clear, open area with skid steer in idle. Understand
controls of machine before using at full speed on brush/trees.
ii. Starting Mulcher:

1. Lower the mulcher so skid plates are grounded.
2. Slowly engage mulcher at low idle, and increase mulcher drum
to approximately half speed (1000 RPM). Verify the drum and
host machine are working properly before increasing to full
speed.
3. Increase the drum to full speed and slowly proceed forward into
brush. Optimal drum speed is 1700-2000 RPM.

iii. Stopping Mulcher:
1. Set engine speed to low idle, lower the mulcher to ground,
disengage hydraulics until rotor stops.
2. Stop skid steer engine and remove key.
iv. Instructions for Debris Types:
1. Brush: When clearing brush, set the skid plates on ground level
and travel forward at a pace that does not decrease rotor RPM.
Once the pass is complete, angle the mulcher slightly forward
and reverse back through the trail. This will produce a more
finished surface.
2. Trees: Start at trunk with the mulcher tilted back at a slight
angle. When you are 75% through the tree, tilt forward so the
push bar is helping pushing the tree down. Once fallen, position
the mulcher on top of the tree to grind off the limbs. Then grind
down the remainder of the trunk slowly. This can take many
passes depending on tree type and diameter.
3. Ground Mulching: Mulcher is capable of mulching about 3”
below ground level. However, note engaging the ground will
wear teeth much faster than brush.
v. If mulcher is stalling: Stop forward movement, raise mulcher, and
allow rotor to regain full speed. Also recommended to slow your
forward ground speed to help prevent stalling.
vi. If mulcher completely jams: Disengage hydraulics, lower to ground,
and stop skid steer engine. Remove key from operating unit to
prevent accidental starting. Then remove debris from rotor.
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vii. Important information:
1. Pressure Gauge: Gauge should be visible from operator’s seat
and shows system pressure. If gauge reaches maximum
pressure, raise mulcher away from brush/tree, and let it return
to full RPMs. Avoid operating at maximum pressure for
extended periods; this can shorten component life.
2. Push Bar: Used to push over brush and small trees. Not for
pushing large standing trees.
l. Maintenance:
i. Routine Inspections:
1. Check hoses and fittings daily for leaks.
2. Inspect unit for any contamination build up and keep unit clean.
3. Check teeth every 2 hours of use; unit life will last longer if teeth
are kept in good condition and replaced as needed.
ii. Check Belt Tension:
1. Inspect belt for wear, damage and proper tension.
2. Adjust idler to set belt tension.
iii. Replace damaged/worn teeth.
iv. Grease and oil points: Note further details on Pages 8-10.
1. Add grease to Belt Pulley Grease Point
2. Add oil to Drum Bearing Access Point
3. Add oil to Motor Access Point.
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Maintenance Continued:
Belt Pulley Grease Point
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Drum Bearing Access Point
-

Remove plug and breather.
Fill with gear oil until there is oil coming from fill level hole (85W/90GL-5).
Replace plug and breather.
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Motor Access Point
- Remove plug and breather
- Fill until oil is coming from fill level hole (85W/90GL-5)
- Replace plug and breather
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Troubleshooting Table
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Mulcher Overview
Key Components List:
1. Push Bar

2. Upper Cover Plate
3. Wear Skid Plates
4. Cutting Drum
5. Cutting Tooth
6-8. Hydraulic Hoses
9. Pressure Gauge
10. Skid Steer Mount Plate
11. Chain Guard
12. Bearing
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Mulcher Specifications
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PARTS DIAGRAM / EXPLODED VIEW
1. Main Mulcher Assembly
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2. Accessory Part Assembly
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3. Cutting Drum Assembly
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4. Belt Drive Assembly
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5. Hydraulic Assembly
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This concludes the MULCHER Owner’s Manual.
If applicable to your product, make sure to tighten
all nut-and-bolt combinations before use.
Enjoy!

TITAN LIMITED WARRANTY: TERMS, EXCLUSIONS AND LIMITATION OF REMEDIES
This product comes with a one (1) year limited warranty that can be found at
palletforks.com/warranty.html. Please review the same for all details regarding the
Titan Limited Warranty.
THE TITAN LIMITED WARRANTY FOUND AT PALLETFORKS.COM/WARRANTY.HTML IS EXCLUSIVE AND
IS IN LIEU OF ALL OTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING ANY IMPLIED WARRANTY OF
MERCHANTABILITY AND/OR FITNESS FOR A PARTICULAR PURPOSE, EACH OF WHICH IS HEREBY DISCLAIMED.

Acknowledgement of Risk and Release of Liability
The use of any equipment, including this one, involves the potential risk of injury. Apart from any warranty
claim that might be presented for a claimed defect in material or workmanship of the product, you accept and
assume full responsibility for any and all injuries, damages (both economic and non-economic), and losses of
any type, which may occur, and you fully and forever release and discharge Titan, its insurers, employees,
officers, directors, associates, and agents from any and all claims, demands, damages, rights of action, or
causes of action, present or future, whether the same be known or unknown, anticipated, or unanticipated,
resulting from or arising out of the use of said equipment.
This equipment must be used with care by capable and competent individuals under supervision, if necessary.

Need help? Contact us first.

1 (800) 605-8241
info@titandistributorsinc.com / www.palletforks.com
Business Hours: Monday–Friday • 8:00 a.m.–5:00 p.m. (CT)
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